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Technique for Very High Order Nonlinear Simulation and Validation

Roger W. Dyson
National Aeronautics and Space Administration
Glenn Research Center

Cleveland, Ohio 44135

Finding the sources of sound in large nonlincar fields via direct simulation currently requires
cxcessive computational cost. This paper describes a simple technique for efficiently solving the
multidimensional nonlincar Euler equations that significantly reduces this cost and demonstrates
a uscful approach for validating high order nonlincar methods. Up to 15t* order accuracy in space
and time methods were compared and it is shown that an algorithm with a fixed design accuracy
approaches its maximal utility and then its uscfulness exponentially decays unless higher accuracy
is used. Tt is concluded that at least a 7% order method is required to efficiently propagate a
harmonic wave using the nonlinear Euler equations to a distance of 5 wavelengths while maintaining
an overall error tolerance that is low cnough to capture both the mean flow and the acoustics.

1. Introduction

It is well known that aeroacoustic computations require high order numerical schemes to
efficiently capture the multiscale phenomena occurring over a relatively large time interval.
But the question of how high has not been answered because of a number of reasons, such

as the following:

e Acoustics may be mathematically solved in a number of ways such as via acoustic
3

analogies |, direct simulations ?, and perturbation techniques .

e Commonly used numerical approaches such as Compact 4, Essentially Non-Oscillatory 5,
Dispersion Relation Preserving ®, and Galerkin 7 schemes are difficult to extend to
very high order.

e The numerical requirements vary considerably due to the wide variety of acoustical
phenomena which include linear propagation and scattering, inviscid gust interactions
with objects, receptivity effects, and turbulent noise generation.

Since most Computational Aeroacoustics (CAA) techniques have a fixed design accuracy
and resolution, they offer limited opportunities for exploring the effects of design accuracy on
the simulation. Instead, an arbitrary accuracy Modified Expansion Solution Approximation
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(MESA) technique 89,10 i5 ysed here. This method was recently implemented '’ in a way
that greatly simplified its use and demonstrated the possibility of subgrid scale resolution
by including the spatial derivatives of the primitive variables on the grid and by using
very high design accuracies 12 For these reasons, the MESA scheme is extended here to
the nonlincar Euler equations so that the design accuracy required for an efficient direct
numerical acoustical simulation can be quantified.

In addition, as the accuracy requirements increase so does the complexity of the non-
lincar simulator. Many subtle errors can be introduced, particularly for nonlinear systems
which have few analytical solutions available for testing with. Therefore, the Method of
Manufactured Solutions 13 is applied here and found to be a useful tool for developing and
testing very high order methods on complex nonlinear systems.

2. Problem Description

The following form of the two-dimensional nonlinear Euler equations are used 15

Fezet(®2)-0
g€+ g +v§—§+ (g—?+@> @ (2:2)
a(g:) N 0(mg: P, B(ZZU) — 0 (2.3)

2
6(0th) . a(gzv) 4 a(pfuaer p) _ 04 (2.4)

This form does not explicitly use the energy primitive variable since the equation of state
was used to eliminate it, resulting in only four unknown variables: p. p, u, v, which are the
density, static pressure, x-velocity, and y-velocity respectively. The ratio of specific heats is
deﬁnedas'y——"——lél

Ordinarily, the source terms (Q1,Q2,Q3, Q) are zero. But, for testing purposes, these
terms will be modified so that the following analytical solution is defined:

o(z,y,t) = a) cos(kymx) cos(k,my) cos(kemt) + ¢ (2.5)
u(z,y,t) = ag cos(k,mr) cos(kymy) cos(kymt) + c2 (2.6)
v(z,y,t) = as cos(kymx) cos(kymy) cos(kymt) + c3 (2.7)
p(z,y,t) = aq cos(kymz) cos(kymy) cos(kmt) + ¢4 (2.8)

This simple harmonic solution is used to test the resolution of each method as their
design accuracy is modified and it enables comparisons to be made with previous linearized
results which also used this test !?. The source terms, Q;, are then found using computer
algebra and the resulting code is verified using the Method of Manufactured Solutions 1617,
The source terms corresponding to this analytical solution are shown in Appendix A.

It is important to insure the density and pressure variables, p(z,y,t) and p(z,y,t), are
greater than zero when choosing the free parameters, (a; and ¢;), because the numerical
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approach will otherwise be numerically unstable due to excessive roundofl error from division
and multiplication by small numbers. The linearized Euler equations were previously solved
with a linear MESA scheme 2 which did not have this source of instability. However, since
p and p are not perturbation quantities in Eqgs. (2.1-2.4), they will never be negative in
practical applications and therefore this instability is only of concern while imposing the
artificial solution, Eq. (2.5).

3. Numerical Approach

The numerical approach described here will produce single step, explicit, O = N(s+1) — 1
(Vinteger s > 0Oand N > 1) order of accuracy in space and time methods for the solution
of the two-dimensional nonlinear Euler equations using a N x N stencil containing the
primitive variables and their mixed spatial derivatives, 5;0%@0—5

The primitive variables and their spatial derivatives are advanced in time on a staggered
grid '? such that time advancement is always performed in the center of each stencil by:

9" Hp(x,y, At) &
—az"y—— Z 17 Cap A (3.9)
9t p(x, y, At)u(x,y, At) O 1 3
g S ) 5 oo 10
0 To(z,y At)v(r y, At) O 1 o ,
: ’ - A A1
Axayb Z k! Ca, (3:11)
A**op(z,y, At) O 1 .
Dyl =2 chf,b,kAtk (3.12)

where
aa+b+kf(m‘ y,t =0)

1
azﬂybt"‘ (3 3)

Cfbl. -

The mixed space-time (C bk) derivatives are found by differentiating the governing
equations in space and time using the Cauchy-Kowalewski technique 18 The difficulty in
doing this with nonlinear systems is in differentiating products and this was cited in the
past as a reason for not using it 9. Fortunately, it can in fact be performed systematically
using a multidimensional extension of the Leibniz rule 2°

IR (2 y, tg(z,y,t)

31'“ybtk
Z E Z b k a(a—i)+(b~j)+(k—c)f(x’ Y1) 8i+j+cg(;r, Y., t) 3.14)
=0 j=0¢=0 ¢ amtl—iayb—jatk-c a;lfiayjatc )

By repeatedly applying the Leibniz rule to the governing equations, the explicit forms of
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the coeflicients, C({,b,k" are found. These coeflicients are evaluated with the following loop:

DO k=1,0; DOb=0,0; DOa=00

plr.yd) _
Ca b,k
"] o VY R, ¢
u(r.y,t) p(z.y.t) p(z.y.t) u(z.y.t)
[C(a b g k-1)—cCit1ge T Claminljk—1)=cCit1jc T
v(z.y.t) p(x.y,1) p{r.y.t) v(ry.t)
C(a —1.b—j.{k—1)— ccl Jtle + C(a—i.b—j,(k—l)—cci.j+1,C ]
Q:
+Ca‘b,k—l
(.Y, ﬂ
Cu bk
a b k-1
a b k-1
()220
1=0 Jj=0 c=0
u({z,y.t) p(x.y.t) p(z.y.t) u{x,y.t)
[C(a—i,b—j,(k—x)—cCHl ge P10l g hk—1)-cCitige T
v(z.y.t) p(z.y, t) plx.y.f) v(z.y.t)
Clazibjh—1)—cCrit1e C(a—i,b—j,(k—])—cci.j+1,C]
Ca bhk—1
p(r.yulz.yt) _
Ca,b,k o=
b i1 . .
11=07,70¢1=012=0j2=0¢3=0 ‘/1 €1 t2 J2 €2
r(z.y.t) u(x.y.t) u(z,y.t) r(zy.t) u(x,y.t) u(xy.t)
(Ca—i1+1.b—j1 (k—1)—c Cv —~12.J1—J2,C: —f'zclz J2.02 + 20 —1.,b—ji(k—1)—c; il_i2~j1_j2e61_620i2+1aj2 62+
r(z,y.t) u(x.y.t) v(r y.b) (1 y.t) ulz,y.t) v(:r y.t)
Ca—i;,b—j1+1,(k71)~c; Ci;—ig,j;—jg,c;-czcn J2.e2 + C —ti1,0—j1,(k—=1)—c: Ci:—iz-ji—j-z+1.c;—62012 J2.c2 +
r(z,y.t) u(x.y.t) v{z,y.t)
Ca—i1,b—j1,(k—1)—c1 Ci':—iz J1—J2,¢: —CQCiz,jz-{—l.cz)] o Ctrl)-l»l,b,k—l
Cabk 1
plz.ytv(z.y.t) _
ca bk
2rrrss|(2) ()0 (5)
13=07,=0¢;=0i2=0 j2=0cy=0 J1 1 J2 C2
r(z,y.t) v(z,y.t) v{z,y.t) r{z.y.t) v(z.,y.t) v(z,y.t)
(Ca—i;,b—j1+1,(k'—1)—c1 i1 —12,J1 —jz.(‘-l—Csz.]z c2 + 20(1 i.b—j1.(k—1)—c: Cil—i?«]'i —jz.c1—c20i2-j~z+1,c'z+
r(x.y,t) u(z,y.t) v(z.y.1) r(z,y.t) u(z.y.t) v(x,y.t)
Ca—z';+1,b—j1,(k'—1)—q07'1*i2~j1—j2,61—62clz »J2.62 +C —i1 =g (k=1)—c: i1—i2+1,j1-—j2~c;—Czciz,j'zm +
w(z.y.t) u(z.y.t) v(xy.h) P
Ca—il,b—jl,(k—l)—c; Cix-—iz jl—jz.C~—62Ci2+1.jz’c-z)] - Ca,b+1,k—l
+C% bk—1
END DO; END DO
Per form Conversion Eq. (3.16)
END DO (3.15)
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DO a,b:(a+b=0,1,...,20)and (0 < a,b < O)
Clyr =
“a.bk —

a—1b—1k-1 a b k
1 U 1 ' P u
C? abk — C? Z Z ; i . Ca—z‘,b—j,k—(-Cm'.c+
0,0,0 000 \ g\ ! J ¢

J
a—1 k
a k
> ( ; ) ( . )Cfl)—i.ﬂ,k"-(‘ckb,(’v +
i—0 ¢—0 ]
b—1 k
. Cgb ik ccflli +
W AT J €
7= 0c¢—0 ( J ¢ ’
(1.—1b—1 a b
( ; ) j )Cﬁ—i.b—j,()c}f]'sk_*_
i—0 j—0
k=1 ( L
e—0 ¢

. )Cr?,o,k—c :,b,c)

7 _
abk —
a—1b-1k-1
1 v 1 ZZZ a b k A
<o abk 0.0 7 J c a—i,b—j.k—c1J.C
' Y \i—0 =00
a=1 k
a k )
Z ; Co_iop—cCibe +
z—Oc—O(l')(c amniETe
b—1 k
Z ' Clpin—cCaje T
]—Oc—O(] ¢ OTIETe
a—16-1 a b ) -
7 J Ca—zb—]o 1]L+
i=0 j—0
k—1
k :
Z < c ) Cg,(l,k‘—-cc(lz,b,c)
c—0
END DO (3.16)

After each loop of the k index in Eq. (3.15), the following momentum coefficients are

known:
ng;),k with (a,b): (a,6=0,1,2,...,0)

cov', with (a,b) : (a,b=0,1,2,...,0) (3.17)

But the C%y , and Cy ;. coefficients are required to evaluate the coefficients, CJ...O,O...,O,k+1
at the next k + 1 loop. By repeatedly applying the Leibniz’ rule to Eq. (3.17) an explicit
expression for the Cg,b,k and C}l’;b,k coefficients is found, Eq. (3.16), in terms of already
known variables. Note, however, that these coefficients must be evaluated in the sequence
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of increasing derivative order (i.e., Find C¥, , and C7  in the order (a,b):(a+b=0,1,..., 2
0). By applying this conversion step once for cach k-loop increment in Eq. (3.15), we can
efficiently continue increasing the index k until all the coefficients, Eq (3.13), are found.

4. Determining the Spatial Derivatives

The procedure described in the last section will advance the nonlinear Euler equations in
time at (x,y) with arbitrary accuracy if all the spatial derivatives:

C({,b,[)v(”‘7 b) - a, b= 0, 1,..., O
are known at (r,y). However, only the spatial derivatives:
C({.b,()v(a'a b :ab=0,1,...,s

arc available on each grid point, (x;,y;). Therefore, the higher order spatial derivatives,
(a,b > s+ 1), need to be interpolated. In addition, since time advancement is performed
using a staggered grid, both the known derivatives on the grid and the higher order unknown
derivatives need to be interpolated to the stencil center, (x = 0,y = 0). A simple method
for accomplishing this on a N = 2 size stencil was shown previously '2. Tt is completely
generalized here to include any size stencil (N > 1) using any number of spatial derivatives,
s > 0, and at any location such as on solid boundaries which require one-sided stencils.

A one-dimensional osculating spatial interpolant using the primitive variables and their
spatial derivatives at the grid points, (x¢, Z1,...,Zx_1), IS

f ) N—1k(s+1)+s b1 s+1 |
0?)0 Z Z Qi H (x —z;) (r — Ik)z—k(s+l) (4.18)

k=0 i=k(s+1) 7=0
where the @Q;; are computed as follows:

DO k=0,N—-1;D0 i=k(s+1),k(s+1)+s;
DOj—O?'—k(S+1)
Qz; 1/-7 E)ij

END DO; END DO; END DO

(4.19)

DOm=1,N-1, DOk=1,N—-m
DOi=(s+1)(m+k-1),(k+m)s+m+k-1
DOj=i+1-(s+Dk,i+s+1—-k(s+1) (4.20)
Ql _(Q?J 1~ Q’t-—_] l)
END DO; FND DO; END DO, END DO
The real value of this algebraic form is the simplicity of interpolating the derivatives;

Ordinarily, by the product rule of differentiation, each differentiation of Eq (4.18), would
result in an equation that grew in size by a factor of N, up to N O terms, and would render
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very high order methods intractable. Instead, the following explicit algebraic form avoids
this issue:
N-1k(s+1)+s

({?)((;:) Z Z QH “a,i,k (42[)

k=0 i=k(s+1)

where the function Z, ; ;. is independent of space and time and can be computed simply as

follows:
DOa=0,(N=1)(s+1)+s
DO i=0,s
a—1
Zu,i,O = (I - ;I“O)(i_a) H (l - 6)
e=0
END DO
END DO

DOa=0,(N-1)(s+1)+
DOk=1,N~1
DOi=k(s+1).k(s+1)+s
Lok =

S D S
5 E ()
rg=07r;=0 Th-=0 =0 T%’J

k=1 )
)(s+1—(a—Z,,:0 D)) (& — ) k) =) [TR-2 [(I _ IQ)(s—Her_l)]

(4.22)

x (r-—
("_Zz;—o"’) 1 (re-1-1) k-1(rg_1—1)
* H [s+1—eg) H [i — s+1)—e;.H H [s+1—e3]
eo=0 er=0 B=1 eg=0
END DO
END DO
END DO

This technique is an extension of Hermitian divided-difference interpolation 2l and it
was derived by repeatedly applying the generalized Leibniz’ rule in Eq. (3.14). For a fixed
stencil size on a uniform grid, Eq. (4.22) needs to be computed only once since it is constant
for all space and time. This results in significant computational savings since only the Q;;
variables require further evaluation as the stencil location changes, but even these stay
constant as higher order derivatives are evaluated using Eq. (4.21) on the same stencil.

In addition, higher order interpolants may reuse the information from lower order inter-
polants to efficiently and adaptively increase local accuracy:

(N=1)(s+1)+s
Cflv (=) _ CfN 1(z) _ Z QiiZaik (4.23)

a; ) ay )
i=(N-1)(s+1)

Multidimensional spatial interpolations are efficiently accomplished using the tensor
product of a series of one-dimensional interpolants 1122,
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5. Explicit forms for the Analytic Solution and its Source Terms

Computer algebra can calculate the derivatives of the analytical solution, Eq. (2.5), and
the source terms, (' bx—1 10 Eq. (3.15), and then automatically write the necessary FOR-
TRAN code 2313, However, for very high order algorithms the code becomes too large and
complicated for most compilers and therefore it is necessary to develop an explicit form of
those expressions.

First define the Lagrangian operator as:

L ( 1’.’:“01 Mod(a,4) — i) (ITf=p41 Mod(a,4) — i) (5.24)
S (Fr= ) NIy ) |

And then define:

(Laocos(¥z) — Lay sin($z) — Laz cos(pz) + Lagsin(s2))y¢  (5.25)
CiM¥ = (Lygsin($2) + Lay cos(yi2) — Laasin(iz) — Lag cos(y2))p?  (5.26)

"

0309(1112 )

where ¥ is any constant, d = a, b, or, k, and z = k, 7wz, ky7y, or, kint.
The derivatives of the assumed analytical solution, Eq. (2.5), may then be written as:

a

k Ccoe(kr ) Ccoc(l\yfry) Ccoq(k; mt) (527)

Chamal = 840600k01 + a1 (kem)® (kym)° (kem

k )
ky’ﬂ') ( );‘ Cco‘z(kz-rrr) Ccoq(kyﬂy) Cco%(l.g wt) (528)
k

k co%(Lxrrx)Ccos(kyvry Cfos(knrt) (5-29)

)
(lzl:i»:l}?l = 0.05b05k:002 + (IQ(’CI’/T)G(
vanal = 8408p00k0C3 + az (ko) (kym)® (ke
)4

)*C
Cpabna, 6a05005k0(’4 +ay (kxﬂ' a ky ) ( n) co< (kz wr)Ccos(kyﬂy)Cc‘oq(kwrt) (530)

a

where &;9 is the Kronecker delta.
The source terms involve products of transcendental functions which may be differenti-

ated explicitly using the Leibniz’ rule, Eq. (3.14), and are given by:

C;rigl(kbzz)f?‘im(%z) — Xd: ( Cf ) C;T_flgiwiz)c;riy'z(wﬂ)
i= 0

Clris a3y ( ) ( )c‘”g Ls2) gtrisa(bas) prisa(ta)
1=0i3=0

where trig; is either the cos or sin function and 4; is some constant.

The explicit forms of the derivatives of the source terms using these definitions are listed
in Appendix A. In this way, only a few pages of FORTRAN code are required to compute
all the necessary very high order derivatives of the analytical solution and source terms.

The Method of Manufactured solutions permits any analytical solution to be imposed,
but note that not all solutions and their induced source terms will be explicitly differentiable
as they are here. Therefore, additional care is required in the selection of analytical solutions
for testing very high order methods for otherwise the resulting code will become unwieldy.
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6. Stability

Deriving analytical stability conditions for the nonlincar Euler equations is generally diffi-
cult 2* and necessary stability conditions (but generally not sufficient) are typically derived
by linearizing the conservative governing equations using their constant coefficient quasi-
linear form:

ou ou oU

E+AE+B7?§_O (6.31)
where A and B are the flux Jacobians which are held constant for a von Neumann stabil-
ity analysis. However, in this work, the energy equation is not in conservation form and
therefore this form of analysis is not available.

Instead, engineering rules of thumb were applied here and tested numerically. Let the

Courant number be defined by 2:

_f e Cy
o= (A—I A—y) At (6.32)
where ¢; = max(|Jul| + ¢), which is the magnitude of the greatest wave velocity in the x-
direction over the entire grid (and similarly for ¢, in the y direction). In addition, for most
single-step explicit numerical formulations in two-dimensions the Courant number must be
o < 0.5 to maintain numerical stability 2.

Since the Cauchy-Kowalewski procedure is essentially a Taylor series method, a simple
model problem may be used to demonstrate numerical stability limits. For example 27 if

the test equation (for A < 0):
y =Xy (6.33)

is time advanced using an n'" order Taylor series in time, it will be stable if the following
series (which is generally convergent as n — oo) is satisfied:

Nt an+ (2 a2 e v (2)amn) <1 (6.34)
2 n!

At low accuracy the maximum stable time step will vary, but it soon approaches a fixed
value as the accuracy increases. In general, however, high-order explicit schemes usually
have more severe stability restrictions on At 22 and this is evident in Table 3.

The following time step size was found to provide numerically stable solutions for up to
15t" order accuracy on a uniform Cartesian grid:

lod
At = 6.35)
max; ; (! = 'HJ:H? . +2€) (

where the speed of sound is defined by :

—_ p(I’yat) _ _’Z_((M——I—ﬂ)—
o \/7p(x,y.t) \/ el —a, (6.36)
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Numerical instability did occur when the solution was under-resolved as shown in Table
6. Here, the 3™ order method became unstable by the time ¢ = 799.98, but the 5%, 7t
and 9" order methods were stable to at least 50 wavelengths of propagation. This suggests
that nonlinear aliasing effects can be delayed significantly by increasing the accuracy of the
simulation. Similar results are seen in Table 3.

In practical applications, it will be necessary to filter out the inevitable unresolved high
frequencies. However, it is encouraging to observe that despite the very low numerical
dissipation, filters were not required in this work.

7. Numerical Results

A comparison of the effects of design accuracy on the efficiency and resolution of the overall
simulation was performed by using a 2 x 2 stencil to produce 2s 4+ 1 order schemes. These
schemes were used to propagate a single wavelength the following distances:

e A single time step as shown in Tables 1-2,
¢ T"ive wavelengths as shown in Tables 3-5,
e Fifty wavelengths as shown in Table 6.

The wavenumbers, amplitudes, and displacements defined in Eq. (2.5) were set to k; = 1,
a; = 1 and ¢; = 2, respectively, except in Table 6 which has ¢; = 10.

The expected error, y,, of a method with design accuracy O = 2s+1 can be extrapolated
using the data in Table 1 since the design accuracy determines the rate of error change as
the grid is refined. Starting with the known numerical error, €5, in Table 1 with 5 = 2, the
following relationship:

€
ys = —_(20(xj—2>) (7.37)

will provide the expected error at z; = [Logg%i}%"g%f. Figure 1 plots this equation.

Note that, due to computer roundoff, errors less than 10~!° are only possible if quadruple

precision floating point numbers are available.
By solving for r; in Eq. (7.37), it is possible to estimate the number of grid points

required to meet a particular error level y;.

10gy €5 — 1085 Ys
T, = B2 eso 282¥s 4 9 (7.38)

The total number of grid points in a two-dimensional unit domain required for propagating
a single wavelength is then given by (2% + 1)2. In addition, each grid point contains the
four primitive variables p, p, u, and v as well as their, O?, spatial derivatives resulting in a

total memory cost of:

COStmemory = 4(28 +1)3(2% +1)2 (7.39)
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Table 1. Numerical error at t=0.05, 0=0.25, 4 grid points per wavelength, 25 grid points

i :2)“1 =l’k, = I,Al 205,

Single Step

s  Order Error, es Seconds/Grid Point, ¢
1 3 1.57107° .0012

2 5 2741074 015

3 7 2541076 1172

4 9 1441078 678

5 11 5.401071

6 13 14210~ 11

7 15 1.7810°7° 36

8 17 3.55107 95

9 19 roundofl 238

Table 2. Numerical error at t=0.05, 0=0.5, 8 grid points per wavelength. 81 grid points

ci =2,a; =1k, =1,At = .05,

Single Step

s Order Error, e,  Seconds/Grid Point, ¢s
1 3 9.55 10 ° 0016
2 5 3.9510°¢ .0183

3 7 1.18107¢ .1449

4 9 3.4610~ " .839

5 11 4851071 3.7

6 13 roundoff 13

Table 3. Numerical error at t=10, 0=0.5, 4 grid points per wavelength, 25 grid points
i =2,a; =1,k =1, At = 2.4755 1077, 403 Steps, 5 wavelengths

s Order Error, e Total Seconds Seconds / Grid Point, ¢
1 3 UNSTABLE UNSTABLE UNSTABLE

2 5 1.13107} 188.22 7

3 7 1.671072 1497.53 59

4 9 1.50107°% 8610.51 344

5 11 5.211078 39125.30 1565

6 13 UNSTABLE TUNSTABLE UNSTABLE

Table 4. Numerical error at t=10, 6=0.5, 8 grid points per wavelength, 81 grid points
i =2,a; =1,k =1, At = 1.2377 1072, 807 Steps, 5 wavelengths

g Order Error, e, Total Seconds Seconds / Grid Point, cs

1 3 1.4710°° 166.90 2

2 5 3.95107% 1392.09 17

3 7 9.7310°° 13328.04 164

4 9 1.6410°8 64907.56 801

5 11 1451074 275939.53 3406

6 13 8.20107 13 999763.10 12342
NASA/TM—2001-210985 11 . e



Table 5. Numerical error at t=10, 6=0.5, 16 grid points per wavelength, 289 grid points
ci =2,a; = 1,k; =1, Al = 6.1881072, 1615 Steps, 5 wavelengths

s Order Error, e, Total Seconds  Seconds / Grid Point, ¢
1 3 1481077 935 3.2

2 5 2.5410~1 10198 35

3 7 2.0210°7 80299 277

4

9 1.29107° 463537 1603

Table 6. Numerical error at t=100, 6=0.5, 8 grid points per wavclength, 81 grid points
ci =10,a; = 1,k = 1, Al = 5.077107%, 19692 Steps, 50 wavelengths

Order Error, ¢, Total Seconds  Seconds / Grid Point, ¢,

s

1 3 UNSTABLE UNSTABLE TUNSTABLE
2 5 1.051073 65407 807

3 7 8.65107° 406932 5023

4 9 1.08107¢% 1662013 20518

In addition, the total time per grid point for each method, ¢, is shown in Table 1. However,
this time reflects the cost of a single time step. As z, increases (grid density) the maximum
stable time step will decrease for explicit methods (to maintain CFL condition). This is
accounted for by including the factor, 27572, for a total time cost of:

costyme = 052“—2(2“4-1)2 (7.40)

Fig. 2 compares the relative costs of propagating a wavelength over a range of error toler-
ances, 10715 <y, < 100,

Generally, a direct acoustical simulation requires an error of less than 1075 to capture
both the acoustical and mean flow phenomena. By this standard, the correct propagation of
a wave cannot be realistically achieved with a 37¢ order method because of the exponential
growth in its cost as shown in Fig. 2. In addition, additional error will accumulate at each
time step and as Tables 3-5 indicate, a higher order method is required to propagate out to
a distance of 5 wavelengths. As Table 6 shows, at least 7! order accuracy is required for
propagating 50 wavelengths with 8 grid points per wavelength.

8. Conclusions

The procedures shown here provide arbitrary accuracy in both space and time for nonlinear
Euler simulations using only a few pages of FORTRAN code. The usefulness of these
procedures hinges on the required accuracy of a given simulation.

If an accuracy of 10710 is required at time ¢ = 0.05 to maintain a given error tolerance at
some future time, then Fig. 2 indicates the 3" and 5 order methods could not accomplish
this because of exponential cost growth; Here, the optimal design accuracy is 11%* order.
In addition, if the error tolerance is decreased to 10™'° because of the desire to run the
simulation over a larger time period, it is most optimal to use a 15 or higher order
method.

NASA/TM—2001-210985 12

-



0
£
s
B
&
L]
g -10
3
2
e -15
-
£
g 2
S
o
=
%0 .25
3

Relative Wave Resolution by Grid Points Per Wavelength

ORDER

—+—3rd
--%- 5th
- 7th
—&-9th
-~ 1lth
—+—13th

- [5th

fLog 2! of Grid Points Per Wavelength

Figure 1: Resolution Studies

- \
e
. - .
S <5 o
.. ~—e ~. .
. - ~a ]
. ~ ~
.V‘- \ .0\' ik\\\
t. '\ ~
\ T~ ~-a
..
T~
T~
h & \t
.
Tk
1 S E— i
-1 0 | 2 3 4 5

These results show that a fixed order algorithm approaches its maximal utility and then
quickly becomes useless. The nonlinear implementation of the MESA schemes described
here can be used to adjust the design accuracy arbitrarily and it offers an opportunity for
solving the more demanding acoustical simulations in smooth flows.
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Relative Time Cost of Wave Resolution by Error Requirement
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Appendix A

Sources terms Q, Q2, @3, and Q4 in Eqgs. (2.1, 2.2, 2.3, 2.4) and their explicit derivatives
are defined below using the definitions in section 5:

025,;; = —a) kmk.,?y,(](fos(kr ”)C;OS(’*';; Ty} Cios(ktﬂ) _
asc] kxﬂk;ryfc";os(ktm) Cgos(ky ”y)cjin(km mr)
a,co k$77kxyr C(:os(kf nt) Cgos(k'y TY) Czin(kz Tr)

aragk,Thyyt C;os(k-, mt)? CEOS(A",, my)? Csin(‘zkx Tr)
ascy kyﬂ'kry{ Czos(kf mt) Cgos(kx ) Cgin(kyyry) _
acs kyﬂ.krytcgos(k: ) Cgos(kﬂrr) Csin(kyny) _
ajaz kyﬂkxthlios(k’m)z ccostks mr)? C:i“(ky my)
ng,k = _a4krﬂkryfcgos(kxmr)Cgos(kyrry) C:in(k,rrf) _
‘1402kx7fk1ny'2in(k””)Cgos(kv”y)cios(’frﬂ) _
agcivky Wka:yt C(slin(kx r) Cgos(ky ) C;os(k-, mt)
a2a4k$ﬂkry{C;OS(kf mt)? CgoS(ky Ty)? Cgos(kI nz)sin(kymr) _
Yazay kr'frkxyt C;os(kmt)z Cgos(ky 7y)? Cgos(krm;) sin(kzmz) _
ascs kyﬂ,kzytcgos(k-; 7T) Czin(ky TY) C’?os(ktﬂt) _
azeqvkyThey Cgos(k; nr) C;in(ky ry) Czos(k' )
Q“%kyﬂkxyroc,os(k’m)z Cgos(’fr mr)? C;in(%y L)
Y %‘ﬂ kyﬂ'klyl‘ Cgos(k,m)i Cgos(kz mz)? C;in(?ky 7y)?
Cfg,k = —agclktﬂ-kchgos(kx WI)Cgos(kywy) Ci;n(k,,rt) 3
alc?ktﬂkmeﬁos(kI”I) CZOS(kyﬂ'y) Czin(kg mt)
2(1r1(12k¢7rk1y,« gos(kxwrﬁcgos(kyrry)? C;os(k,m‘) sin(kemt)
askymkoyt C;os(kmt) Cgos(ky Ty) Csin(kz mr)
2a9¢;Coky ‘“’kxytcios(k'm) Cgos(kywy) C(slin(kz nr)
ay C’%kxﬂ-k.ryt C;OS(kt nt) Cgos(kyﬂy) Cgin(kI rr)
2a3c, ez hay: Cfos(k' mt)? Cgos(ky my)? C,gos(kI nr)sin(ke1z) _
4(11aQCQkIkath;OS(kt”t)z Cgos(kyffy)2 Cgos(ﬂrr rz)sin(ke7z) _
3a, a% kmﬂka:ytoios(kmt)S C;;OS(ky ny)? Cﬁos(k“ rx)cos(ke mz) sin(ke7x)
asc; CQkyﬂ'k‘nyczos(kt nt) Cgos(kz wz)Cbsin(kyﬂ—y) _

: kz in(k
(1201C3k‘y7rkmyfczos(kt mt) Cgos( nz)Cbsm( yTY)
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os(kit) ~cos(k sin(k
an(fgkyTrk‘er;os\ I )Cﬁos( I7rr)c,;m( v Y)

Qagasc k ﬂkly’pcos(ktﬂt) C,gos(l‘rﬂ'r) C;os(l\yrry) sin{kymy)
2a,a300k ﬂ_kfyic,cos(kt mt)? (-,cos(k'I wxr)? C[()tos(ky my)sin(kywy)

2
%, (12(‘;;k Wkryt C[\os(l )2 (-,coa(i. =TT) (-,;OQ(AV my)sin(kyTy)

3a, 02“3}‘ ﬁkrytccos(l., mt)? (,cos(l.xfrr)e’ CEOQ(I.yrry) cos(kymy) sin(ky7y)

cos(krmx) ~cos(kymy) ~sin(kymt
Co, = —agerkimhey COTO o) it _

a,

k os(k S t
(L1(‘:3kt7rk1yr0(fos( IM)CEM( y”y)C;m(Am -

L cos{kz T cos(kyny)? ~cos(ksnt)sin(ksmt
9y sk yy C5O5 k=™ grosthymy)® pos(hent)sinthent) _
s(kegrt s(k sin(k
301 Cakig Thigyy CL5 D gosthymy) pin(hema) _

s(kymt ~os(k, sin(kz7x
azclcskrﬂkxytccoa( e )Cl()‘os( ery)C;m( 2TT)

aicocsky Tk y,CCO‘(""')Czos(kyﬁy)czin(krm) B

X 2 :
Yasasciky ﬂ_kfytccm(l.mf) CZOS(Ayﬂ'y) Cgos(k'xmr.)sm(krrrr)
rcos(kimt 2 ~cos(kymy)? ~c i
9(11(1.5('2]"1 kryf /}(;:OS(LtT) Cgos( v TY) C;os(kzrr:c)sm(krnz)
e mt)? s(k 2 _cos(kymx)sin(ks
20)102(!31{& klytcfos(i.;’rt) C;oc( Y TY) C,;os(ll.,r mr)sin(k:7x)

kymt)® ~cos(kymy)® ~cos ex ) sin(ke T
3a,apazks kaytpcoq( yt) Ccos( yTY) Ccoc(kzmr)cos(l. nrysin(kzmr)

a4k ”kxyt Ccoq(k,nf)Ccoq(l.zrm)C;in(ky Ty
2a3c; Cgk kaytccos(ktﬂ) C(CL‘)S(’\ITFI) C;in(ky Ty)

a; (Sk Wk;ytccoq(ktm) Cgos(kzwx)c,bsin(kyfry) .

Ccm(l.nrt}? OEOS(kI Tr:r)2C;;os(ky7ry) sin(kymy)

2a3clk ThzytCp

t e m2)? ~cos(k -
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